
De hoge temperatuurbestendige B-345 PermaSleeves™ 
werden speciaal ontworpen voor hoge temperatuur- en 
laag vacuümtoepassingen. Deze warmtekrimpkousen zijn 
gemaakt uit bestraalde PVDF (polyvinylideenfluoride) die 
bestand is tegen hoge temperaturen en bovendien geschikt 
is voor toepassingen met zware chemische producten, 
smeermiddelen en krachtige schoonmaaksolventen.

B-345 PermaSleeves zijn beschikbaar in negen diameter-
formaten (0,094 mm tot 38,10 mm) en vijf verschillende 
kleuren (wit, zwart, geel, roze en blauw). Het formaat 
0,094 mm is beschikbaar in een krimpverhouding 3:1, 
terwijl de andere formaten van 0,125 mm tot 38,10 mm 
beschikbaar zijn in een krimpverhouding 2:1.

Productkenmerken- en voordelen
 ■ B-345 PermaSleeve™-krimpkousen zijn getest en goedgekeurd conform:

 ■ SAE-AS 81531

 ■ MIL-STD 202F, Methode 215J

 ■ NASA SP-R-0022A geschikt voor ontgassingstoepassingen

 ■ RoHS conform met 2005/618/EC

 ■ Werkingstemperatuur: -55°C tot +225°C

 ■ Minimale hersteltemperatuur: +200°C

Testresultaten AMS-DTL-23053/18

Resultaten van prestatietesten
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Hoge temperatuurbestendige 
B-345 PermaSleeves™

Property Unit AMS-DTL25053/18 Requirement Brady’s Results
Longitudinal Change
(3 minutes at 200 ± 5°C (392 ± 9°F)

Percent +5 to -10% Pass

Tensile Strength psi (MPa) 3500 psi (24.1 MPa) minimum Pass (4205 psi, 29 MPa)

Ultimate Elongation Percent 300% minimum Pass (477%)

Specific Gravity – 2,00 maximum Pass (1,68)

Low Temperature Flexibility 
4 hours at -55 ± 1°C

– No cracking Pass (no cracking)

Heat Shock 
4 hours at 275 ± 3°C

– No cracking, flowing or dripping Pass (no cracking, flowing,  
or dripping)

Water Absorption Percent 0,5% maximum Pass (0,42%)

Flammability – ASTM D2671 Pass

Dielectric Strength Volts/mil (kV/mm) 400 Volts/mil (15.7 kV/mm) minimum Pass (80kV/mm)

Volume Resistivity ohm-cm 1011 minimum Pass (4,639x1014)

Corrosive Effect – No corrosion Pass (no corrosion)

Property Unit AMS-DTL25053/18 Requirement Brady’s Results
Heat Aging – 168 hours at 250 ± 2°C Pass (no cracking, print is legible)

Print Performance
Rubs (MIL-M-81531) Pass (legible after 100 rubs)

Strokes (MIL-STD-202) Pass (legible after 100 strokes)

Vacuum Outgassing
Percent ASTM E 595:TML (Total Mass Loss), 1% maximum Pass (below maximum)

Percent VCM (Volatile Condensible Materials), 0,1% maximum Pass (below maximum)

Temperature Cycling – 6,5 hour cycles at -196 ± 5°C followed by 200 ± 5°C 
then bent over mandrel, no cracking, dripping or flowing.

Pass (no cracking, dripping,  
or flowing, print is legible)



www.bradyeurope.com

Artikelnummer Min./max. draaddiameter-
bereik (mm)

Breedte 
(mm)

Hoogte
(mm)

Aantal 
per rol

3HT-094-2-**-S 0,60 - 2,00 50,80 4,60 500
2HT-125-2-**-S 1,20 - 2,80 50,80 6,00 500
2HT-187-2-**-S 1,60 - 3,80 50,80 8,50 500
2HT-250-2-**-S 2,40 - 5,50 50,80 11,20 500
2HT-375-2-**-S 3,20 - 8,10 50,80 16,40 250
2HT-500-2-**-S 4,80 - 11,40 50,80 21,60 250
2HT-750-2-**-S 6,60 - 17,80 50,80 31,80 100
2HT-1000-2-**-S 11,40 - 24,10 50,80 42,20 100
2HT-1500-2-**-S 12,70 - 36,80 50,80 61,80 100

Artikelnummer Min./max. draaddiameter-
bereik (mm)

Breedte 
(mm)

Hoogte
(mm)

Aantal 
per rol

PSHT-094-175-** 0,60 - 2,00 44,80 4,60 100
PSHT-094-1-** 0,60 - 2,00 25,80 4,60 100
PSHT-125-175-** 1,20 - 2,80 44,80 6,00 100
PSHT-125-1-** 1,20 - 2,80 25,80 6,00 100
PSHT-187-175-** 1,60 - 3,80 44,80 8,50 100
PSHT-187-1-** 1,60 - 3,80 25,80 8,50 100
PSHT-250-175-** 2,40 - 5,50 44,80 11,20 100
PSHT-250-1-** 2,40 - 5,50 25,80 11,20 100
PSHT-375-175-** 3,20 - 8,10 44,80 16,40 100
PSHT-375-1-** 3,20 - 8,10 25,80 16,40 100
PSHT-500-175-** 4,80 - 11,40 44,80 21,60 100
PSHT-500-1-** 4,80 - 11,40 25,80 21,60 100
PSHT-750-175-** 6,60 - 17,80 44,80 31,80 100
PSHT-750-1-** 6,60 - 17,80 25,80 31,80 100
PSHT-1000-175-** 11,40 - 24,10 44,80 42,20 50
PSHT-1000-1-** 11,40 - 24,10 25,80 42,20 50

Hoge temperatuurbestendige 
B-345 PermaSleeves™

B-345 PermaSleeves™ voor draagbare printers
Aanbevolen printer: TLS2200® Thermal Labelling System 
Opmerking: Onderstaande artikelen kunnen eveneens worden gebruikt met de labelprinter BMP™71. U moet wel de media-adapter 
gebruiken die met de printer werd meegeleverd.

B-345 PermaSleeves™ voor tafelmodelprinters
Aanbevolen printers: BradyPrinter™ PR Plus, BBP™72 en IP™-printers

Aanbevolen printlintseries
De volgende printlinten worden aanbevolen voor de hoge temperatuurbestendige B-345 
PermaSleeve™ krimpkousen:

Zwarte printlinten:
 ■ Aanbevolen: R-6000-reeks 
 ■ Alternatief: R-6600-reeks

Witte printlinten:
 ■ Aanbevolen: R-6800-reeks
 ■ Alternatief: R-4400-WT-reeks

Kleurcode (vervang de ** in bovenstaande tabellen voor tafelmodellen en draagbare printers):

WT= Wit, BK= Zwart (standaard)              YL= Geel, BL= Blauw, PK= Roze (standaard voor artikel 125, 187, 250)

Europese vestigingen

Afrika +971 4881 2524
België +32 (0) 52 45 78 11
Denemarken +45 66 14 44 00
Duitsland +49 (0) 6103 7598 660
Frankrijk +33 (0) 3 20 76 94 48
Hongarije +36 23 500 275
Italië +39 02 26 00 00 22

Midden-Oosten +971 4881 2524
Noorwegen +47 70 13 40 00
Slovakije +421 2 3300 4800
Spanje +34 900 902 993
Turkije +90 212 264 02 20
UK +44 (0) 1295 228 288
Zweden +46 (0) 8 590 057 30
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