
Holder Attachment Options

The most suitable method for attaching a Nanotag™ to a harness is a split ring which are available 
as accessories.
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Cable Tie Split Ring

Nanotag™ provides total flexibility 
and can be attached to your 
harness by a cable tie or split ring 
attachment. The split ring option is 
particularly useful for fall protection 
equipment, facilitating easier and  
quicker attachment.

The Nanotag™ holder is permanently 
attached to equipment in a  
prominent position on the harness.

Statutory inspections are carried 
out on the harness before use by 
authorised personnel (competent 
person*). If the harness is fit for use, 
the insert is placed in the Nanotag™ 
holder indicating the harness is 
ready for use. The ‘next inspection 
date due’ is recorded on the  
Nanotag™ insert.

If the Harness fails inspection, 
the Nanotag™ insert is removed 
and handed over to an  
appointed individual.

The international prohibition 
‘do not use’ symbol is instantly 
displayed on the Nanotag™ 
holder which remains attached to  
the harness. 

Stage 02

* The term competent person is generally accepted as someone who has the necessary experience, training, qualifications and/or skills to do whatever task is required, competently.

Nanotag™ Stage 01

Stage 03

Personal fall arrest systems must be inspected: 
■  Prior to use / pre-shift by an operator for damage, faults  

and wear
■  At inspection periods defined by manufacturers guidelines by a 

“competent person*” – known as a “comprehensive inspection”

Harnesses and landyards must be tagged individually.  For Harnesses 
Brady recommends the Nanotag™.
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Simple to Use
■   Clear format to record next inspection 

date due
■   A choice of different colour inserts provide 

the option of additional visual qualification.

Holder Specifications
■  TEMPERATURE TOLERANCE: -20°C to +80°C
■  MATERIAL: Nylon 6
■  DIMENSIONS: 54mm x 26mm
■  ATTACHMENT OPTIONS: Cable tie, split ring.

Record inspection  
reference.

Record inspection 
date.

Insert Specifications
■  TEMPERATURE TOLERANCE: Max 

temperature 125°C
■  MATERIAL: Polypropylene
■  DIMENSIONS: 34mm x 18mm.

Hole for 
split ring 
attachment.

Harness - Nanotag™

Technical Specifications
Nanotag™ uses our unique holder and insert system to ensure 
the latest status is instantly visble at the point of use. A choice 
of different colour inserts provide the option of additional  
visual qualification.

Nanotag™ can offer the user information such as unique reference 
number, record of past inspections and any inspection date due.

Clear prohibition 
warning symbol.

The Holder The Insert

As an alternative to Nanotag™, 
Brady offers the Microtag®. 
Microtag® uses the same 
holder and insert system as the 
Nanotag™ but is attached by 
cable ties in two places - one on 
the full body harness in the chest 
region and one on the lanyard.

The Microtag®

Hole for 
split ring 
attachment.


